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SECTION-1

TABLE — A: TIME AND WORK FRAME

SUPPLY OF MATERIALS WORK

FOR THE WORK UNDER- MINOR REPAIR WORK AT
ITIMAD-UD-DAULLA TOMB, AGRA

MANUAL BIDS SHALL NOT BE ACCEPTED.

CRITICAL DATE SHEET

Bid Start Date

22/12/2023

Bid Document Download / Sale Start Date

22/12/2023

Bid Submission Closing Date

17/01/2024at 15:00

Technical Bid Opening Date

18/01/2024at 15:30

Financial Bid Opening Date/Time

After Opening Technical Bid

o o & w8

Validity of Bid

120 days from the date of opening.
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The Archaeological Survey of India Agra Circle, Agra invites Online Bids in the prescribed form
under the double Bid system i.e. technical and Financial Bid for supply of materials work MINOR
REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA
1. The system of e-tendering shall be adopted as double Bid. Tender documents may be
downloaded from CPPP site https://eprocure.gov.in/eprocure/app as per the schedule as given in
CRITICAL DATE SHEET.

2. Bid Submission:

Applicants/ intending or interested Bidders are invited to submit their online proposal after
carefully reading the Request for Proposal (RFP) by providing necessary document and submission
of BOQ. Such proposal are to be submitted online within the stipulated date and time as mentioned
in the Tender Document and as given in CRITICAL DATE SHEET. Bids shall be submitted online
only at CPPP website: https://eprocure.gov.in/eprocure/app.

Bid documents may be scanned with 100 dpi with black and white option which help in reducing size
of the scanned document.

3. Earnest Money Deposit:

The Hard Copy of original instruments in respect of cost of earnest money must be deposited to
the SUPERINTENDING ARCHAEOLOGIST, ARCHAEOLOGICAL SURVEY OF INDIA, AGRA
CIRCLE, 22 MALL ROAD, AGRA on or before Tender opening date/ time as mentioned in critical
date sheet.

The offer without EMD will be rejected summarily. EMD is to be supplied by all the bidders except
those who are registered with Central Purchase Organization, National Small Industries
Corporation (NSIC)/ MSME.

4. Tender cost Of Tender: RS. 22,05,298/- (Rs. TWENTY TWO LAKHS FIVE THOUSAND TWO
HUNDRED NINETY EIGHT ONLY)

-:Contact Details:-

Contact Person SUPERINTENDING ARCHAEOLOGIST

SUPERINTENDING ARCHAEOLOGIST,
ARCHAEOLOGICAL SURVEY OF INDIA, AGRA CIRCLE, 22
MALL ROAD,AGRA

e-mail - circleagra.asi@gov.in

Address for communication

Contact No. 0562- 2227261
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geresTREarg oy
FILE NO-03/ITD/26/2023-2024/W
GOVERNMENT OF INDIA
HARA WP
Office of the Superintending Archaeologist
3refeTor
Archaeological Survey of India
AR QRICTT Fdeqor
Agra Circle, 22 Mall Road, Agra 282001
TRT HUSH, 22 AT I, TRT 282001
NOTICE INVITING TENDER
ffasr smizor g

The Superintending Archaeologist, Archaeological Survey of India, Agra Circle, Agra, invites e-tender on the
behalf of the President of India, through CPP Portal for the following works as per specification given below under
the work MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA from the registered contractors of
Archaeological Survey of India/State PWD or any Central Government Department.

e R, AR [RIccd |evT TR Avgel, TR 9RA @ TEURY 3 AR ¥ do Go Go wdd @
AW § G MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA ] “Reld QRIae wdemwr/ <ou
flosecgosio 1 B WRPR & fFel fFT & ol dderl & § v i e 2 |
Eligibility Criteria: -

Il AUGS—

1. The firm/Agency should have registration in ASI / any Central Government Department or State PWD
for civil works.

@. i/ Tore! &1 Rifdet @it @ fordt i geie wdewr / @ weR a1 Re fosaegodio § oo @

=i |

2. The firm/Agency should have GST registration.

G, BH /ol & U Sho 70 o gsfiewer BT iRy |

3. The firm/Agency should have Pan Card.

T ®H / QoI & U U9 e BT TR |

4. The Firm/Agency should have income tax return for three financial year 2019-2020, 2020-2021 and 2021-

2022. (A.Y. 2020-2021, 2021-2022, & 2022-2023).
¥ /Rl B i il af 20192020, 20202021 TE 2021-2022 (RO 9§ 2020-2021, 2021—2022 qq
2022—2023) &1 A R w1 BT =Ry |

5. The firm/agency should have average annual financial turnover for financial year 2019-2020, 2020-2021
and 2021-2022, should be at least 30% of the tender cost i.e. Rs. 6,61,589/-. A certificate in this regard
issued by the CA has to be submitted.

. WH /UOINl @ U 3 9T 2018-2019, 20192020 U9 20202021 @ IR aa I ey FRER AT WlRr &1

SH 9§ B9 30 R 81 Tfed I vo 6,61,589/- R wo Y0 ERT SR YAV U5 & BU # Y AT 81T |

6. The firm / agency should have experience for completion of similar nature of work (Means the bidder should
have the experience for supply of materials for conservation work or the complete work for the conservation
of heritage monuments) at Monuments/heritage sites at least three works each costing not less than 40% of
the tender cost i.e. 8,82,119/- OR Two works each Costing not less than 50% of the tender cost i.e. Rs.
11,02,649/- OR One similar work costing not less than 80% of the tender cost i.e. Rs. 17,64,238/-. And
that/those work/works should have been completed in the last 7 years ending last day of the month,
previous to the month of floating of the tender.
TH/TS & UrE A HH A WRSYARTGT RIch R G YT F ST B T 3 BT 3{IHd BT AT (AW aeit
W AT & I TR0l B & g et 3 oyl a1 faRraa WReT & Weawr F R W 5w B @ 3fgya g
T1fRY) d1F Bl Udd B AT FfdeT AT BT 40% T 8,82,119/- ¥ HH G B WIRT 1 & B YdS F AN
fAfdeT T ®1 50% T %, | T T SN AR 11,02,649/- T TFH HTE F AT FdeT AT BT 80%
el gl AT 17,64,2381-. 3R T6/3 BT/ fwal 7 a6l §, Fifde 8 89 & 118 I Ugal, 718 & St
BlEEIRY
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7. Copy of work order and completion certificate should be uploaded on CPP Portal as per tender
required.

. &1 e 3k gofar garr g3 @ gl smavas Pfter @ s o flo fo Gt T¥ aiee @ o TR |

The eligible Contractors may upload their tender documents online only at CPPP website: https:// procure.
gov.in/ eprocure /app. upto 15:00 hours of 17/01/2024which will be opened on dated 18/01/2024at 15:30
hours.

U 3@GR dde W0 fo do Jaurse http://leprocure.gov.in/eprocure/app w s fifter e
fesrs 17/01/2024at 15:00 T@ AT JUcirs ax waa & ot e 18/01/2024at 15:30 @rar s |

TENDER COST RS. 22,05,298/- (Rs. TWENTY TWO LAKHS FIVE THOUSAND TWO HUNDRED NINETY EIGHT ONLY)
I WIR— 0 22,05,298/- (%0 AW TG g BR 7 W ST LIE)

EARNEST MONEY RS. 65,132/- (FIFTY FIVE THOUSAND ONE HUNDRED THIRTY TWO ONLY)
YT NIRE— $0 55,132/- ($0 TEYT AR U &) g HT3)
(Exemption as per rules)
¥e)

The earnest money should be in the form of FDR drawn in favour of the “SUPERINTENDING
ARCHAEOLOGIST, ARCHAEOLOGICAL SURVEY OF INDIA” Payable at Agra of any scheduled bank
guaranteed by the Reserve Bank of India and enclose with the tender.

mﬂawﬁfmosﬁowoa%mﬁﬁﬁmzﬁwawmaﬁqaﬁ"ﬂﬂﬁaﬁaﬁ%mwﬁﬁm%
foft ot orqepferd S ¥ srefieror gRiafa, IR qRIde W, SR WUSH, RT @ ue A 2 @ |

Time allowed for completion of work will be 180 days which will be reckoned within fifteen days from
the date of issue of order. Tenders of the contractors who do not deposit earnest money in favour of the
SUPERINTENDING ARCHAEOLOGIST, ARCHAEOLOGICAL SURVEY OF INDIA, AGRA CIRCLE in the
prescribed form will be liable to be summarily rejected.

o 1 B B oy i W 180 R BN R Bt e o @R @ i @ e R B siew & e
meéaﬁﬁaﬁﬁﬁmﬁ%ﬁwﬁﬁwﬁmgwaﬁqwﬁamﬁm,ww,Wm$tm
# iR ol o e aea &)

Conditions and tender forms can be downloaded from our AS| website www.asiagracircle.in and e-
portal eprocure.gov.in. w.e.f. 22/12/2023 to 17/01/2024upto 15:00 hours of each day.

ffaer of vd yum e gewde www.asiagracircle.in ik e-portal eprocure.gov.in. & fa=is
22/12/2023 w fesie 17/01/2024upto 15:00 oot do sreelts By o wad & |

No tender shall be entertained after this deadline under any circumstances what so ever. The Bids of
tenders will be opened on 18/01/2024AT 15:30 HRS. in the presence of authorized representative of Bidders
as may wish to be personally present.

WWW%WWﬁWﬁﬁWﬁWWWﬁWWI%ﬁﬁWW
arefierarei & g wRfR @ SuRefy § 1 afkrrg w1 W STRYR § e 18/01/2024 &1 15:30 ao w@ich
ST |

Tender documents are available in the AS| website www.asiagracircle.in and e-portal eprocure.gov.in.
The bidder must attach the copy of EMD should be deposited in ASI, Agra Circle Agra on or before the date of
opening the tender.

IR QR e, SIRT ) d9wge www.asiagracircle.in sk e-portal eprocure.gov.in. w fAfaer
WW?IWWW@WWW@WWW@W,WW@HWﬁW
IR @l ufer ST AT B |

The Archaeological Survey of India reserves the right to amend or withdraw any of the terms and
conditions contained in the Tender Document or to reject any or all tenders without given any notice or
assigning any reason. The decision of the Archaeological Survey of India, in this regard shall be final and
binding on all parties in all circumstances.

Wwﬁwﬁﬁawﬁaﬁmﬁﬂﬁ%ﬁﬁmaﬂ??ﬁﬁaﬁmmmmﬁ#m%ﬁﬁ
mﬁvﬁmmaﬁémwﬁﬂﬁﬂﬁmWﬁﬁmﬁaﬁwmmmﬁ?@ﬁwﬁlsﬂw&xﬁ
WA QI Wderr @1 ol wfy oRRerfral # Wi gel w siftm ol argen @
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NAME OF WORK: MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA

No.

Description of Supply of materials

Qty.

Providing & fixing of M.S. iron Jaal on well of required pattern with angle iron
frames (65x65x6)mm size graded with 50x50x6 mm angle c/c 30 cm, having flat
40x6 mm c/c 10 cm and covered with iron mesh Jalie and nut bolts including
cutting fabricating welding and applying a priming coat of approved steel primer
using structural steel etc. complete. (Rate including G.S.T.)

22307 | Kg.

Providing and fixing Red Sand Stone (Thevi)of size 0.35x0.30x0.30 mtr. for M.S.
Iron Railing with simple molding, depressed design & fine dressed on all
exposed surface and having 50 mm dia 15 cm deep 2 nos. Hole in each thevi for
receiving Railing with Socket of MS iron pipe 50mm x 3mm x150mm including
supply of all materials, labours T&P etc. required for proper completion of work.

70.00 Nos

(Rate including G.S.T.)

Steel work in built up tubular (round tubes etc.) including cutting, hoisting, fixing
in position and applying a priming coat of approved steel primer, including
welding and bolted with special shaped washers etc. complete. (Rate including
G.S.T.)

2387.70 | Kg.

Disposal of moorum/building rubbish/ malba/ similar unserviceable, dismantled
or waste material by mechanical transport including loading, transporting,
unloading to approved municipal dumping ground for lead upto 10 km for all lifts,
complete as per directions of Engineer-in-charge. (Rate including G.S.T.)

60.75 Cum

Providing & fixing of M.S. Step Frame of required pattern with angle iron frames
(65x65x6) mm for and 50x50x6 mm angle for Frame tread & riser including
cutting fabricating welding and applying a priming coat of approved steel primer
using structural steel etc. complete. (Rate including G.S.T.)

341.70 Kg.

Earth work in excavation by manual means in foundation trenches or drains (not
exceeding 1.5 m in width or 10 sqm on plan), including dressing of sides and
ramming of bottoms, lift upto 1.5 m, including getting out the excavated soil and
disposal of surplus excavated soil as directed, within a lead of 50 m. (Rate
including G.S.T.).

16.93 Cum

Providing and laying in position cement concrete of specified grade excluding the
cost of centering and shuttering - All work up to plinth level : 1:3:6 (1 Cement : 3
coarse sand (zone-lll) derived from natural sources : 6 graded stone aggregate
20 mm nominal size derived from natural sources). (Rate including G.S.T.)

6.48 Cum

Tile brick masonry with common burnt clay F.P.S. (non modular) tile bricks of
class designation 10 in foundation and plinth in: Cement mortar 1:6 (1 cement: 6
coarse sand). (Rate including G.S.T.)

24.45 Cum

Painting with synthetic enamel paint of approved brand and manufacture of
required colour to give an even shade: two or more coats on new work over an
under coat of suitable shade with ordinary paint of approved brand and
manufacture. (Rate including G.S.T.)

218.64 | Sqm

10

Providing and fixing double scaffolding system (cup lock type) on the exterior side,
up to seven story height made with 40 mm dia M.S. tube 1.5 m centre to centre,
horizontal & vertical tubes joining with cup & lock system with M.S. tubes, M.S. tube
challies, M.S. clamps and M.S. staircase system in the scaffolding for working
platform etc. and maintaining it in a serviceable condition for the required duration as
approved and removing it thereafter .The scaffolding system shall be stiffened with
bracings, runners, connection with the building etc wherever required for inspection
of work at required locations with essential safety features for the workmen etc.
complete as per directions and approval of Engineering-charge .The lavational area
of the scaffolding shall be measured for payment purpose .The payment will be
made once irrespective of duration of scaffolding (Rate including G.S.T.). As and
When Required

300.00 | Sgm

11

Stone work in plain ashlar in super structure up to floor five level in cement mortar
1:6 (1 cement : 6 coarse sand) including pointing with cement mortar 1:2 (1 white
cement : 2 stone dust) with an admixture of pigment matching the stone shade: Red
Sand Stone Member's Such as Bollards Pillars, Chaukhat Door Frame etc. (Rate
including G.S.T.)
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N

‘Baradhari complex including cutting fabricating welding and applying a priming

Providing & fixing of M.S. XPN Jali fixed with M.S. Railing at River Side |

coat of approved steel primer using structural steel etc. complete. (Rate
including G.S.T.)

82.80

13

Providing & fixing of 2 mm thick M.S. Sheet including cutting fabricating welding
and applying priming coat of approved steel primer using structural steel etc.

368.04

14

complete. (Rate including G.S.T.)

Providing and laying damp-proof course 50mm thick with cement concrete 1:2:4
(1 cement : 2 coarse sand (zone- lIl) derived from natural sources : 4 graded
stone aggregate 20mm nominal size derived from natural sources). (Rate
including G.S.T.)

33.28

15

Providing and Fixing of 4 mm thick ACP sheet for covering of Door including
fitted with screw, cutting as per required size etc. complete in all respect. (Rate
including G.S.T.)

11.00

16

Providing & fixing of G.I. Barbed wire Fencing with existing Red Sand Stone
Pillar placed barbed wire weighting 9.38 kg per100 m (minimum), between the
two posts fitted and fixed with G.I. staples, turn buckles etc. complete. (Rate
including G.S.T.)

650.00

Rmt

17

Provision for Essential articles for execution of work. (Rate Including GST). 17-
1- HDPE pipe 1" dia.

100.00

Rmt

17-2- Loading Rikshaw. (Rate including G.S.T.)

1.00

Nos

18

Tile brick masonry with common burnt clay F.P.S. (non modular) tile bricks of
class designation 10 in Superstructure above plinth in: Cement mortar 1:4 (1
cement : 4 coarse sand). (Rate including G.S.T.)

5.64

Cum

19

Centering and shuttering including strutting, propping etc. and removal of form
work for Foundations, footings, bases of columns, etc. for mass concrete. as per
direction of Engineer-in-charge. (Rate including G.S.T.)

5.45

Sgm

20

Centering and shuttering including strutting, propping etc. and removal of form
work for Suspended floors, roofs, landings, balconies and access platform. as
per direction of Engineer-in-charge. (Rate including G.S.T.)

6.25

Sgm

21

Providing and laying Reinforced cement concrete work in beams, suspended
floors, roofs having slope up to 15° landings, balconies, shelves, chajjas, lintels,
bands, plain window sills, staircases and spiral stair cases above plinth level up
to floor five level, excluding the cost of centering, shuttering, finishing and
reinforcement with 1:1.5:3 (1 cement : 1.5 coarse sand(zone-lll) : 3 graded stone
aggregate 20 mm nominal size) of specified grade excluding the cost of
centering and shuttering. ‘as per direction of Engineer - in- charge. (Rate
including G.S.T.)

243

Cum

22

Steel reinforcement for R.C.C. work including straightening, cutting, bending,
placing in position and binding all complete upto plinth level. Mild steel and
Medium Tensile steel bars. (Rate including G.S.T.)

235.86

Kg.

23

12 mm cement plaster on wall of mix : 14 (1 cement: 4 fine sand). (Rate
including G.S.T.)

33.12

sqm

24

Providing and applying plaster of paris putty of 2 mm thickness over plastered
surface to prepare the surface even and smooth complete. (Rate including
G.S.T.)

37.28

sgm

25

Distempering with 1st quality acrylic distemper (ready mixed) having VOC
content less than 50 gmsllitre, of approved manufacturer, of required shade and
colour complete, as per manufacturer's specification. (Rate including G.S.T.)

26

Pointing on tile brick work with cement mortar 1:3 (1 cement : 3 fine sand): mixed
with color pigment. (Rate including G.S.T.)

27

Providing and fixing glazed shutters for doors, windows and clerestory windows
using 4 mm thick float glass panes, including ISI marked M.S. pressed butt
hinges bright finished of required size with necessary screws. Second class teak
wood 35 MM thick. (Rate including G.S.T.)

MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA
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28

Providing wood work in frames of doors, windows, clerestory windows and other
frames, wrought framed and fixed in position with hold fast lugs or with dash

“fasteners of required dia & length (hold fast lugs or dash fastener shall be paid

for separately). Sal wood. (Rate including G.S.T.)

0.09

Cum?

29

Providing and fixing ISI marked flush door shutters conforming to IS :2202 (Part
) non-decorative type, core of block board construction with frame of 1st class
hard wood and well matched commercial 3 ply veneering with vertical grains or
cross bands and face veneers on both faces of shutters: 35 mm thick including
ISI marked Stainless Steel butt hinges with necessary screws complete. as per

4.31

Sgm

30

direction of Engineer-in-charge. (Rate including G.S.T.)

Providing and laying vitrified floor tiles size of 600 x 600 mm (thickness to be
specified by the manufacturer) with water absorption less than 0.08% and
conforming to IS: 15622, of approved make, in all colours and shades, laid on
20mm thick cement mortar 1:4 (1 cement : 4 coarse sand), jointing with grey
cement slurry @ 3.3kg/sgm including grouting the joints with white cement and
matching pigments etc., complete. as per direction of Engineer-in-charge. (Rate
including G.S.T.)

4.16

Sgm

31

Providing and laying Vitrified wall tiles size of 300 x 500 mm (thickness to be
specified by the manufacturer), with water absorption less than 0.08% and
conforming to IS: 15622, of approved brand & manufacturer, in all colours and
shade, in skirting, riser of steps, laid with cement based high polymer modified
quick set tile adhesive (water based) conforming to IS: 15477, in average 6 mm
thickness, including grouting of joints (Payment for grouting of joints to be made
separately). as per direction of Engineer-in-charge.(Rate Including GST).

16.65

Sqm

32

Providing and fixing marble stone slab for urinal partition including rubbed, edges
rounded and polished, cutting a chase of appropriate width with chase cutter and
embedding the stone in the chase with epoxy grout or with cement concrete
1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 6 mm nominal size)
as per direction of Engineer-in-charge and finished smooth. (Rate including
G.S.T.)

0.90

Sgm

33

Providing and fixing white vitreous china flat back or wall corner type lipped front
one urinal basin of 430x260x350 mm and 340x410x265 mm sizes with 5 litre
white P.V.C. automatic flushing cistern respectively with automatic flushing
cistern with standard flush pipe and C.P. brass spreaders with brass unions and
G.I clamps complete, including painting of fittings and brackets, cutting and
making good the walls and floors wherever required. (Rate including G.S.T.)

1.00

Nos

34

Providing and fixing white vitreous china pedestal type water closet (European
type W.C. pan) with seat and lid, 10 litre low level white P.V.C. flushing cistern,
including flush pipe, with manually controlled device (handle lever), conforming
to IS : 7231, with all fittings and fixtures complete, including cutting and making
good the walls and floors wherever required. (Rate including G.S.T.)

1.00

Nos

35

Providing and fixing white vitreous china pedestal wash basin with pillar cock,
angle cock, connection pipe and Upvc pipes fittings etc complete (Rate
including G.S.T.)

1.00

Nos

36

Electric fitting ( Havels items) in toilet block including electric articles like as PVC
Elbow 1", PVC Pipe 1", Copper wire 1.00 sq mm, Switch 10 Amp, Socket 10 Amp.
Holder, S.S. Screw 1.50", Round sheet for fan, MCB Box 8v, Tape, Sheet 6V, Sheet
2v. , exhaust fan 10", etc. including labour charges complete in all respect. (4 Nos.
Light Point, 1 Nos. Exhaust point, 1 point Power) (Rate including G.S.T.) (Area
=6.50 Sgm.)

1.00

Job

37

Sanitary fitting in toilet block & R.O. Plant including sanitary articles like as Bib cock long
body cera /hindware, Bib cock short body cera /hindware, UPVC Pipe 1", UPVC
Socket 1", UPVC T 1" UPVC Elbow 1" , Union 1", Tank Nipple 1", UPVC Pipe 1/2" 10’
long , -UPVC Elbow 1/2", UPVC Socket 1/2" . UPVC T 1/2" | UPVC Solvent, CPVC
Coupler Brass 1", PVC pipe 4", Elbow 4", PVC pipe 3", PVC T 4", PVC Elbow 5%
PVC T 3", PVC solvent 200g, Clamp 1/2" 1pkt., Loft water tank 500 Itr sintex/ plasto or
equivalent. etc. including labour charges complete in all respect. (Toilet Area 6.50 Sqm
and R.O. plant Area 9.00 Sqm) (Rate including G.S.T.)
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38

Providing and fixing mirror of superior glass (of approved quality) for Toilet block
and of required shape and size Rectangular shape 1500x450 mm with plastic

including G.S.T.)

r moulded frame of approved make and shade with 6 mm thick hard board 1.00
backing : (Rate including G.S.T.) (Area = 6.50 Sgm. )
39] Providing & fixing of M.S. Shoe Rack Stand of required pattern including cutting
fabricating welding and applying a priming coat of approved steel primer using | 289.60 Kg.
structural steel etc. complete. (Rate including G.S.T.)
40; Supply of 1st quality Unslaked lime in sealed air tight bags. (Gotan) (Rate 192.24 atl
including G.S.T.) - .
41{ Supply of Surkhi of 1st class well burnt bricks. (Rate including G.S.T.) 30.33 Cum
42{ Supply of Sieved Coarse Sand (Screened) free from lumps, dust, silt & organic 30.33 Ciin
impurities - Kalpi/Dholpur Quarry. (Rate including G.S.T.) . ; 5
43{ Supply of Red Sand Stone size 65 mm thick (Bansi Paharpur/Tantpur) (Rate 251.14 Sqmﬁ
| including G.S.T.) ;
44) Supply of Red sand stone thick of different size as per site requirement. (Bansi 2.04 Liita
Paharpur/Tantpur). (Rate including G.S.T.) :
45| Supply of Red Sand Stone size 60 mm thick (Bansi Paharpur/Tantpur) (Rate 8.04 Sqm
including G.S.T.) ’
46/ Supply of Steel Rod 2" dia. (Rate including G.S.T.) 15.00 Kg. |
47| Supply of Steel Rod 1" dia. (Rate including G.S.T.) 3.00 Kg. 7
48{ Supply of Steel Rod 50 mm dia. (Rate including G.S.T.) 10.00 Kg.
49; Supply of Steel Clamp. (Rate including G.S.T.) 14.94 Kg.
50/ Supply of Araldite. (Rate including G.S.T.) 7.15 Kg.
51{ Supply of White Marble 20 to 25mm thick 1st quality Makrana Mines fine grains. 7.06 Sum
(Rate including G.S.T.) : o
52] Supply of Black Marble 20- 25 mm thick with fine grains. (Rate includin
G.S.T?l) g 9 0.30 Sgm
53| Supply of Safedi (Daliya lime) Ist Quality. (Rate including G.S.T.) 80.01 Kg.
54/ Supply of Marble Dust. (Rate including G.S.T.) 479.03 Kg.
55 Supply of Gum Babool Burada. (Rate including G.S.T.) 9.31 Kg. 5
56| Supply of Batasha. (Rate including G.S.T.) 3.98 Kg.
57) Supply of Belgiri. (Rate including G.S.T.) 1.33 Kg.
58} Supply of Brick Ballast of Lakhori Brick/ 1st class srick 25 mm size. (Rate 20.62 By

Evaluation Criteria

1- All documents to be uploaded in CPPP portal properly.

2- This is not an item wise bid. The L1 will be selected depending upon the overall lowest

bid of all the items.

3- The bidders are requested to visit the site and examine the requirement and its rate

MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA
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TERMS AND CONDITION FOR SUBMISSION OF TENDER

1. Tenders are hereby invited on behalf of the President of India. For the work under Tender cost of RS. 22,05,298/- (Rs. TWENTY TWO
" LAKHS FIVE THOUSAND TWO HUNDRED NINETY EIGHT ONLY)

2. Tender document consisting of the detailed plans, complete specifications, the schedule of quantities of the various items of work to be

done, and the set of conditions of contract to be complied with by the person whose tenders may be accepted. The tender forms can be

1. The Contractors should upload their tender documents online only at CPPP website: https://eprocure.gov.in/eprocure/app. upto 15:00
hours of 17/01/2024which will be opened on dated 18/01/2024at 15:30 hours.

2. The time allowed for the work will be 180 days which will be reckoned after fifteen days from the date of issue of order to commence work.
3. The contractors should quote in figures as well as in words the rate and amount tendered by them. The amount for each item should be
worked out and the requisite totals given.

4. When the contractors signs a tender in an Indian Language the percentage above or below and the tendered amount in case of CPWD form
No.7 and the total amount tender in the case of CPWD form No.7 and total amount tendered in the case of CPWD form No.8 and should also
be written in the same language. In a case of illiterate contractors the rates or the amounts tendered should by attested by a witness.

5. Issue of tender form will be stopped one days before the date fixed for opening of tender.

6. Earnest money amounting of RS. 55,132/ (FIFTY FIVE THOUSAND ONE HUNDRED THIRTY TWO ONLY)

(unless exempted) in deposit at call received/FDR of scheduled bank guaranteed by the Reserve Bank of India must accompany each tender.
7. The contractor whose tender is accepted (unless exempted ) will be required to furnish by way of security deposit for the due fulfillment of
his contract.

I) Inthe case of works costing upto Rs. 1,00,000/- to 10% of the tender cost of work put to tender.

I) Inthe case of works costing more than Rs.1,00,000/- and upto 2,00,000/- to 10% on the first Rs.1,00,000/- and 7 % on the balance.

ll1) In the case of works costing more than Rs.2,00,000/-. 10% on the first Rs.1,00,000/-, 7 % on the next Rs. 1,00,000/- and 5% on the
balance amount.

8. The security amount will be deposited by contractor in the form of FDR/CDR of any Bank RBI pledged to the Superintending Archaeologist,
Archaeological Survey of India, Agra Circle, Agra. Earnest money deposited at the time of tender, will be treated as a part of the security
deposit. The security amount will also be accepted in the shape of Government securities. Fixed deposit receipt of schedule banks will be
accepted for this purpose provided confirmatory advise is forthcoming from the Reserve Bank of India. Validity of FDR must be minimum of 12
Months must be issued form centralized bank.

9. The right of acceptance of a tender will be with SUPERINTENDING ARCHAEOLOGIST, ARCHAEOLOGICAL SURVEY OF INDIA, AGRA

10. Canvassing in connection with tenders is strictly prohibited and the tenders submitted by the contractors who resort to Canvassing will be
liable to rejection.

11. All rates shall be quoted on the proper form of the tender alone.

12. The criteria for approval of the lowest tender is over all lowest one against the total cost of the tender amount of all tenders.

13. On acceptance of the tender, the name of the accredited representative(s) of the contractor who would be responsible for taking
instructions from the Engineer in charge shall be communicated to the Engineer in charge.

14-Special care should be taken to write the rates in figures as well as in words and the amounts in figures only, in such a way that
interposition is not possible. The total amount should be written both in figures and words. The case of figures, the word Rs. should be written
before rupees and word (P) after the decimal figures e.g. 2.15 p and case of words the word (Rupees) should proceed and the word ‘only’ it
should in variably up to decimal places. While quoting the area in the schedule of quantities the word only should be written closely following
the amount and it should not be written closely following the amount and it should not be written in the next line.

whatsoever in this respect.

17. The Contractor shall not be permitted to tender for works in the AS| circle (responsible for award and supply of the contracts) in which his
near relative is posted as an officer in any capacity between the grades of Superintending Engineer and Assistant (both inclusive). He shall
also intimate the names of persons who are working with him in capacity or are subsequently employed by him and who are near relatives to
any Gazetted officer in ASI or in the Ministry of Tourism and Culture by the contractor should render him liable to be removed from the

tender liable to summary rejection.
21.The copy of uploaded document should be submitted to this office along with the EMD and tenders fee before opening of tender.

A sum of Rs. (Rupees is herewith forwarded in FiBR: vide
No. dated as earnest money and a sum of Rs......... . . (@S ) in the form
of DD. If | /we fails to commence the work as specified in the above memorandum or is I/we fail to deposit the amount of security deposit
specified against (ii) a in the above memorandum in accordance with the clause | of the said conditions of contract. I’'we agree that the said
President of India or his successor in office shall/without prejudice to any other right or remedy, shall be retained by him tow
deposit. I/we further agree that the said President of India or his successor in office shall also be at liberty to cancel t
tender if | / we fail to deposit security amount as aforesaid.

SIGNATURE AND ADDR
MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA
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FILE NO-03/ITD/26/2023-2024/W
GOVERNMENT OF INDIA
OFFICE OF SUPERINTENDING ARCHAEOLOGIST
ARCHAEOLOGICAL SURVEY OF INDIA

AGRA CIRCLE, THE 22 MALL ROAD, AGRA
DATE OF OPENING: 18/01/2024at 15.30 Hrs. TENDER DOWNLOADED TILL 17/01/2024at 15.00 Hrs.

I/IWe hereby tender for the President of India of the materials described in the under mentioned memorandum according to the specification
within the times specified and at the rates specified therein subject to the conditions to the contractor: -

MEMORANDUM
() EARNEST MONEY RS. 55,132/- (FIFTY FIVE THOUSAND ONE HUNDRED THIRTY TWO ONLY)
(Il) SECURITY DEPOSIT Rs. 71,230.00 (Rs. SEVENTY ONE THOUSAND TWO HUNDRED THIRTY) ONLY.
(In) PAYABLE IMMEDIATELY ON THE ACCEPTANCE OF THE TENDER (SECURITY DEPOSIT) ---

(IV) PERCENTAGE TO BE DEDUCTED FROM BILL: Income tax and other taxes as applicable by the government
(V) PLACE OF WORK- ITIMAD-UD-DAULLA, AGRA.

Sl. Description of Supply of Materials works Quantity Rate |Tota
NO (in  Jamoun
words) | t (in
ords)

1. | Providing & fixing of M.S. iron Jaal on well of required pattern with angle iron frames
(65x65x6)mm size graded with 50x50x6 mm angle c/c 30 ¢m, having flat 40x6 mm c/c 10 cm
and covered with iron mesh Jalie and nut bolts including cutting fabricating welding and | 223.07 Kg.
applying a priming coat of approved steel primer using structural steel etc. complete. (Rate

including G.S.T.)
2. | Providing and fixing Red Sand Stone (Thevi)of size 0.35x0.30x0.30 mir. for M.S. Iron Railing

mm dia 15 cm deep 2 nos. Hole in each thevi for receiving Railing with Socket of MS iron 70.00 Nos

proper completion of work. (Rate including G.S.T.)

Steel work in built up tubular (round tubes etc.) including cutting, hoisting, fixing in position

and applying a priming coat of approved steel primer, including welding and bolted with 2387.70
special shaped washers etc. complete. (Rate including G.S.T.)

Disposal of moorum/building rubbish/ malba/ similar unserviceable, dismantled or waste

material by mechanical transport including loading, transporting, unloading to approved 60.75
municipal dumping ground for lead upto 10 km for all lifts, complete as per directions of :
Engineer-in-charge. (Rate including G.S.T.)
Providing & fixing of M.S. Step Frame of required pattern with angle iron frames (65x65x6)
mm for and 50x50x6 mm angle for Frame tread & riser including cutting fabricating welding
and applying a priming coat of approved steel primer using structural steel etc. complete.
(Rate including G.S.T.)

e~ ey
Earth work in excavation by manual means in foundation trenches or drains (not exceeding I I I
[

341.70 | Kg.

1.5 m in width or 10 $gm on plan), including dressing of sides and ramming of bottoms, lift 16.93
upto 1.5 m, including getting out the excavated soil and disposal of surplus excavated soil as "
directed, within a lead of 50 m. (Rate including G.S.T.).

Providing and laying in position cement concrete of specified grade excluding the cost of

centering and shuttering - All work up to plinth level : 1:3:6 (1 Cement : 3 coarse sand (zone-

Il) derived from natural sources : 6 graded stone aggregate 20 mm nominal size derived

from natural sources). (Rate including G.S.T.)

8. | Tile brick masonry with common burnt clay F.P.S. (non modular) tile bricks of class
designation 10 in foundation and plinth in: Cement mortar 1:6 (1 cement: 6 coarse sand).
(Rate including G:S.T.)

9. | Painting with synthetic enamel paint of approved brand and manufacture of required colour to

give an even shade: two or more coats on new work over an under coat of suitable shade

with ordinary paint of approved brand and manufacture. (Rate including G.S.T.)

10.| Providing and fixing double scaffolding system (cup lock type) on the exterior side, up to seven

story height made with 40 mm dia M.S. tube 1.5 m centre to centre, horizontal & vertical tubes

joining with cup & lock system with M.S. tubes, M.S. tube challies, M.S. clamps and M.S. staircase
system in the scaffolding for working platform etc. and maintaining it in a serviceable condition for
the required duration as approved and removing it thereafter .The scaffolding system shall be

6.48 Cum

Stone work in plain ashlar in Super structure up to floor five level in cement mortar 1:6 (1
cement : 6 coarse sand) including pointing with cement mortar 1:2 (1 white cement : 2 stone
dust) with an admixture of pigment matching the stone shade: Red Sand Stone Member's
Such as Bollards Pillars, Chaukhat Door Frame etc. (Rate including G.S.T.)
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Providing & fixing of M.S. XPN Jali fixed with M.S. Railing at River Side Baradhari complex

including cutting fabricating welding and applying a priming coat of approved steel primer
using structural steel etc. complete. (Rate including G.S.T.)
13. | Providing & fixing of 2 mm thick M.S. Sheet including cutting fabricating welding and applying

priming coat of approved steel primer using structural steel etc, complete. (Rate including
G.S.T)

14.| Providing and laying damp-proof course 50mm thick

2 coarse sand (zone- 1) derive
nominal size derived from natural
Providing and Fixing of 4 mm thic

with cement concrete 1:2:4 (1 cement :
d from natural sources : 4 graded stone aggregate 20mm
sources). (Rate including G.S.T.
k ACP sheet for covering of Door including fitted with screw,

cutting as per required size etc. complete in all respect. (Rate including G.S.T.

18.

Providing & fixing of G.I. Barbed wire Fencing with existing Red Sand Stone Pillar placed
barbed wire weighting 9.38 kg per100 m (minimum), between the two posts fitted and fixed

with G.I. staples, turn buckles etc. complete. (Rate including G.S.T.)

Provision for Essential articles for execution of work. (Rate Including GST). 17-1- HDPE
pipe 1" dia.

17-2- Loading Rikshaw. (Rate including G.S.T.
18.| Tile brick masonry with common burnt

clay F.P.S. (non modular) tile bricks of class
designation 10 in Superstructure above plinth in: Cem

ent mortar 1:4 (1 cement : 4 coarse
sand). (Rate including G.S.T)

Centering and shuttering including struttin
Foundations, footings, bases of colum

g, propping etc. and removal of form work for

ns, etc. for mass concrete. as per direction of
Engineer-in-charge. (Rate including G.S.T.

Centering and shuttering including strutting,
Suspended floors, roofs, landings, balconies and access platform. as per direction of
Engineer-in-charge. (Rate including G.S.T.)

Providing and laying Reinforced cement concrete work in beams, suspended floors, roofs
having slope up to 15° Jand

propping etc. and removal of form work for

ings, balconies, shelves, chajjas, lintels, bands, plain window sills,
staircases and spiral stair cases above plinth level up to floor five level, excluding the cost of
centering, shuttering, finishing and reinforcement with 1:1.5:3 (1 cement :
sand(zone-Ill) : 3 graded stone agg

the cost of centering and shutter;
including G.S.T.

Steel reinforcement for R.C.C. work including strai
position and binding all complete upto plinth level. Mil
Rate including G.S.T.)

12 mm cement plaster on wall of mix : 1:4 (1 cement. 4 fine sand). (Rate includin
Providing and applying plaster of paris putty of 2 mm thickness ov
prepare the surface even and smooth com
Distempering with 1st quality acrylic diste
50 gmsllitre, of approved manufacturer,
manufacturer's specification. Rate includi
Pointing on tile brick work with cement mo
pigment. (Rate including G.S.T.

Providing and fixing glazed shutters for doors, windows and clere
thick float glass panes, including ISI marked M.S.

required size with necessary screws. Second class te
GS.T.)

Providing wood work in frames of doors, windows, clerestory windows and other frames
wrought framed and fixed in position with hold fast Iy

& length (hold fast lugs or dash fastener shall be
including G.S.T.)

Providing and fixing IS] marked flush door
decorative type, co

1.5 coarse
regate 20 mm nominal size) of specified grade excluding

ing. as per direction of Engineer - in- charge. (Rate

ghtening, cutting, bending, placing in
d steel and Medium Tensile steel bars.

g G.S.T.)

er plastered surface to
plete. (Rate including G.S.T.

mper (ready mixed) having VOC content less than

of required shade and colour complete, as per
ng G.S.T.

rtar 1:3 (1 cement - 3 fine sand): mixed with color

story windows using 4 mm
pressed butt hinges bright finished of
ak wood 35 MM thick. (Rate including

brand & manufacturer, in all co

high polymer modified quick set tile adhesive (water based) conforming to IS: 15477, in average 6

mm thickness, including grouting of joints (Payment for grouting of joints to be made separately)
as per direction of Engineer—in-charge.(Rate Including GST)

Providing and fixing marble stone slab for urinal partition includi
polished, cutting a chase of appropriate width with chase cutter and embedding the stone in the
chase with epoxy grout or with cement concrete 1:2:4 (1 cement : 2 coarse sand : 4 graded stone

aggregate 6 mm nominal size) as per direction of Engineer-in-charge and finished smooth. (Rate
including G.S.T.)

MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA
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33.| Providing and fixing white vitreous china flat back or wall corner type lipped front one urinal
basin of 430x260x350 mm and 340x410x265 mm sizes with 5 litre white P.V.C. automatic
flushing cistern respectively with automatic flushing cistern with standard flush pipe and C.P.
brass spreaders with brass unions and G.I clamps complete, including painting of fittings and
brackets, cutting and making good the walls and floors wherever required. (Rate including
G.S.T)

34. | Providing and fixing white vitreous china pedestal type water closet (European type W.C.
pan) with seat and lid, 10 litre low level white P.V.C. flushing cistern, including flush pipe, with
manually controlled device (handle lever), conforming to IS - 7231, with all fittings and fixtures 1.00 Nos
complete, including cutting and making good the walls and floors wherever required. (Rate
including G.S.T.)

35.| Providing and fixing white vitreous china pedestal wash basin with pillar cock, angle cock,
connection pipe and Upvc pipes fittings etc complete (Rate including G.S.T.)

36. | Electric fitting ( Havels items) in toilet block including electric articles [ike as PVC Elbow 1",
PVC Pipe 1", Copper wire 1.00 $q mm, Switch 10 Amp, Socket 10 Amp. Holder, S.S. Screw
1.50", Round sheet for fan, MCB Box 8v, Tape, Sheet 6V, Sheet 2v. . exhaust fan 10", etc. 1.00 Job
including labour charges complete in all respect. (4 Nos. Light Point, 1 Nos. Exhaust point,
1 point Power) (Rate including G.S.T.) (Area = 6.50 Sgm.)

37.| Sanitary fitting in toilet block & R.O. Plant including sanitary articles like as Bib cock long

body cera /hindware, Bib cock short body cera /hindware, UPVC Pipe 1", UPVC Socket 1’

UPVC T 1" UPVC Elbow 1" , Union 1", Tank Nipple 1", UPVC Pipe 1/2" 10’ long , -UPVC

Elbow 1/2" . UPVC Socket 12, WPVYC T 1/2" - UPVC Solvent, CPVC Coupler Brass 1",

PVC pipe 4", Elbow 4" PVC pipe 3", PVC T 4" PVC Elbow 3", PVC T 3", PVC solvent

200g, Clamp 1/2" 1pkt., Loft water tank 500 |Itr sintex/ plasto or equivalent. etc. including

labour charges complete in all respect. (Toilet Area 6.50 Sgm and R.O. plant Area 9.00

Sgm) (Rate including G.S.T.)

Providing and fixing mirror of Superior glass (of approved quality) for Toilet block and of

required shape and size Rectangular shape 1500x450 mm with plastic moulded frame of

approved make and shade with 6 mm thick hard board backing : (Rate including G.S.T.)

(Area = 6.50 Sgm. )

Providing & fixing of M.S. Shoe Rack Stand of required pattern including cutting fabricating

welding and applying a priming coat of approved steel primer using structural steel etc. 289.60 Kg.

complete. (Rate including G.S.T.)

Supply of 1st quality Unslaked lime in sealed air tight bags. (Gotan) (Rate including G.S.T. 192.24 Qtl.

Supply of Surkhi of st class well burnt bricks. (Rate including G.S.T.) 30.33 Cum.

Supply of Sieved Coarse Sand (Screened) free from lumps, dust, silt & organic impurities - 30.33

Kalpi/Dholpur Quarry. (Rate including G.S.T.) :

Supply of Red Sand Stone size 65 mm thick (Bansi Paharpur/Tantpur) (Rate including
G.S.T) 25114 | sgm

1.00 Nos

1.00 Nos

1.00 Job

1.00 Nos

Cum.

]
]
1

Supply of Red sand stone thick of different size as per site requirement. (Bansi

TO BE FILLED IN BOQ

Paharpur/Tantpur). (Rate including G.S.T.) 204 Cum

Supply of Red Sand Stone size 60 mm thick (Bansi Paharpur/Tantpur) (Rate including 8.04 Sqm

G.S.T.) .

Supply of Steel Rod 2" dia. (Rate including G.S.T) 15.00 Kg.
47-] Supply of Steel Rod 1" dia. (Rate including G.S.T.) 3.00 Kg.
48.| Supply of Steel Rod 50 mm dia. (Rate including G.S.T.) | 10.00 Kg.
49.| Supply of Steel Clamp. (Rate including G.S.T.) 14.94 Kg.
50. | Supply of Araldite. (Rate including G.S.T.) 7.15 Kg.
51 [ Supply of White Marble 20 to 25mm thick 1st quality Makrana Mines fine grains. (Rate 7.06 s

including G.S.T.) ! s
52.| Supply of Black Marble 20- 25 mm thick with fine grains. (Rate including G.S.T.) 0.30 Sgm
53. | Supply of Safedi (Daliya lime) Ist Quality. (Rate including G.S.T) 80.01 Kg.
54.| Supply of Marble Dust. (Rate including G.S.T.) 479.03 Kg.
55. | Supply of Gum Babool Burada. (Rate including G.S.T.) 9.31 Kg.
56. | Supply of Batasha. (Rate including G.S.T.) 3.98 Kg.
57.| Supply of Belgiri. (Rate including G.S.T.) 1.33 Kg.
58. | Supply of Brick Ballast of Lakhori Brick/ 1st class srick 25 mm size. (Rate including G.S.T.) 20.62 Cum

SIGNATURE OF CONTRACTOR

MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA
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(TECHNICAL ELIGBILITY CRITERIA)
ELIGIBILITY CERTIFICATES TO BE ENCLOSED BY THE COMPANY/ FIRM/ AGENCY/
CONTRACTOR

The tendering for execution of work Company/Firm/Agency/Contractor should submit the
following documents self-attested copy).

RELEVENT Enclosed| PAGE NO. Of
DOCUMENT TO BE Yes/No Bid
PROVIDED Document

Copy of Registration Yes/No
certificate to be
provided
Copy of Registration Yes/No
Certificate to be
provided
Copy of I.T.R for Yes/No
financial year 2019-
2020, 2020-2021
and 2021-2022 (A.Y.
2020-2021, 2021-
2022 & 2022-2023).
4. | Pan Card ‘ Copy of Pan Card Yes/No
l—-
The firm/agency should have average | Copy to be provided

Yes/No
(Balance Sheet will

not be valid)
Yes/No

The firm/Agency should have registration in
ASI / any central Government department or
State PWD for civil work.

The Firm/ Agency/ Contractor should be
registered with GST.

The Firm/Agency should have Income Tax
Return for three financial year 2019-2020,
2020-2021 and 2021-2022 (A.Y. 2020-2021,
2021-2022 & 2022-2023).

annual financial turnover for financial year
(i.e. 2019-2020, 2020-2021 and 2021-2022)
» should be at least 30% of the tender cost
i.e. Rs. 6,61,589/-. A certificate in this regard
issued by the CA has to be submitted.

The firm / agency should have experience
for similar nature of work at least three
works each costing not less than 40% of the
tender cost ie. 8,82,119/- OR Two works
each Costing not less than 50% of the
tender cost i.e. Rs. 11,02,649/- OR One
work costing not less than 80% of the tender
cost ie. Rs. 17,64,238/- and those
work/works should have been completed in
the last seven years ending last day of the
month, previous to the month of floating of
the tender.

EMD (in FDR form) or Exemption Certificate m

Tender acceptance Letter on letter head and Copy to be provided. Yes/No
Declaration Certificate of black listing.
1. Simi :

Copy of work order
and its completion
certificate to be
provided.
(Completion
Certificate must
contain amount in

which work
completed)

3. The bidders are requested to enclose only required documents.
4. For experience against Para 6 both work order and its completion certificate is mandatory.
The copy of work order without completion certificate and Completion Certificate without
Copy of Work Order will not consider.

MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA NN >
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3-

rendered by it to the Archaeological Survey of India to the concerned tax collection authorities from time to
time as per extent rules and regulations on the matter.

The Provision of the information Technology Act (IT Act) as amended from time to time will be applicable to
the vendor and the employees assigned by the vendor to Archaeological Survey of India.

Force Measure:-

1-

Force measure clause will mean and be limited to the following in the execution of the contract/purchase
order placed by Archaeological Survey of India, “if at any time, during the continuance of contract, the
performance in whole or in part by either party of any obligation under this contract shall be prevented or

obligation under this contract is prevented or delayed by reason or any such event for a period exceeding
30 days, either party may at its option terminate the contract”

proceeding shall be held in New Delhi.

APPLICABLE LAW:-

ADDITIONAL TERMS AND CONDITION:-

i

1- The Work will be governed by the laws and procedures established by the Government of India,
within the frame work of applicable legislation and enactment made from time to time concerning
such commercial dealings/processing.

the firm.
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Portal may be obtained at: Mps://eprocure.qov.in/eprocure/app.
REGISTRATION
1) Bidders are required to enrol on the e-Procurement module of the Central Public Procurement Portal (URL:
https:/leprocure.gov.in/e rocure/app) by clicking on the link “Online Bidder Enrolment” on the CPP Portal which is free of charge
2) As part of the enrolment process, the Bidders will be required to choose a unique username and assign a password for their accounts.
3) Bidders are advised to register their valid email address and mobile numbers as part of the registration process. These would be used
for any communication from the CPP Portal.
4) Upon enrolment, the Bidders will be required to
signing key usage) issued by any Certifying Authority recognized by CCA India (e.g. Sify / NCode / EMudhra etc.), with their profile.
5) Only one valid DSC should be registered by a Bidder. Please note that the Bidders are responsible to ensure that they do not lend their
DSC'’s to others which may lead to misuse.
6) Bidder then logs in to the site through the secured log-in by entering their user ID / Password and the password of the DSC / e-Token.
SEARCHING FOR TENDER DOCUMENTS
1)  There are various search options built in the CPP Portal, to facilitate Bidders to search active tenders by several pa
; L - : ;

2) Once the Bidders have selected the tenders they are interested in, they may download the required documents / tender schedules.

3) The Bidder should make a note of the unique Tender ID assigned to each tender, in case they want to obtain any clarification / help from
the Helpdesk.

PREPARATION OF BIDS

1) Bidder should take into account any corrigendum published on the tender document before submitting their Bids.

2) Please go

3) Bidder, in advance, should get ready the Bid documents to be submitted as indicated in the tender document / schedule and generally,
they can be in PDF / XLS / RAR / DWF/JPG formats. Bid documents may be scanned with 100 dpi with black and white option which
helps in reducing size of the scanned document.

4) To avoid the time and effort required in uploading the same set of standard documents which are required to be submitted as a part of
every Bid, a provision of uploading such standard documents (e.g. PAN card copy, annual reports, auditor certificates etc.) has been
provided to the Bidders. Bidders can use “My Space” or “Other Important Documents” area available to them to upload such
documents. These documents may be directly submitted from the “My Space” area while submitting a Bid, and need not be uploaded
again and again. This will lead to a reduction in the time required for Bid submission process.

SUBMISSION OF BIDS

1) i

2) The
3) Bidder has to select the payment option as “offline” to pay the tender fee / EMD as applicable and enter details of the instrument.
4) Bidder should prepare the EMD as per the instructions specified in the tender document. The original should be posted/couriered/given

5) Bidders are requested to note that they should necessarily submit their financial Bids in the format provided and no other format is
3 : th :

6) The server time (which is displayed on the Bidders’ dashboard) will be considered as the standard time for referencing the deadlines for

su
7)  All the documents being submitted by the Bidders would be encrypted using PKI encryption techniques to ensure the secrecy of the

8) The uploaded tender documents become readable only after the tender opening by the authorized Bid openers.

9) Upon the successful and timely submission of Bids (I e after Clicking “Freeze Bid Submission” in the portal), the portal will give a
successful Bid submission message & a Bid Summary will be displayed with the Bid no. and the date & time of submission of the Bid
with all other relevant details.

10) The Bid Summary has to be printed and kept as an acknowledgement of the submission of the Bid. This acknowledgement may be used
as an entry pass for any Bid opening meetings.

ASSISTANCE TO BIDDERS

1)  Any queries relating to the tender document and the terms and conditions contained therein should be addressed to the Tender Inviting
Authority for a tender or the relevant contact person indicated in the tender.

2) Any queries relating to the process of online Bid submission or queries relating to CPP Portal in general may be dire,
CPP Portal Helpdesk Mobile Number - +91 8826246593 Tel: The 24 x 7 Help Desk Number 0120-4200462, 0120-4001

MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA
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TENDER ACCEPTANCE LETTER
(To be given on Company Letter Head)

Date:
To,
SUPERINTENDING ARCHAEOLOGIST,

ARCHAEOLOGICAL SURVEY OF INDIA,

The 22, Mall Road, Agra Circle, Agra

NAME OF TENDER / WORK: - MINOR REPAIR WORK AT ITIMAD-UD-DAULLA

etc.), which form part of the contract agreement and | / we shal| abide hereby by the terms /

Yours Faithfully,

(Signature of the Bidder)
with Official Seal

MINOR REPAIR WORK AT ITIMAD-UD-DAULLA TOMB, AGRA
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DECLARATION

Vb Son/Daughter of B s signatory of the agency/
Firm mentioned above, is Competent to sign this declaration ang execute this tender
document

2. | have carefully read ang understood all the terms and conditions of the tender and undertake
to abide by them:

Department of Government of India and Government of India undertaking in the last Three (3)
Years as on date of opening of thig Tender,
4. The information/ documents furnished along with the above application are trye ang authentic
to the best of my knowledge and belief.
I/ We am/ are well aware of the fact that furnishing of any false information/ fabricated
document would lead to rejection of my tender at any stage besides liabilities towards
prosecution under appropriate law:

Signature of authorized person
Full Name:
Seal:
Date:
Place:
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